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Professional product for exclusive sale in Premium distribution

AQUA EUROPA

M E M B E R

TECHNICAL DATA:

� Model: MI0005.
� Membrane 600 GPD.
� More than  2.500 L/d.
� Capacity: 1,75 L/min.
� High-end faucet.
� Filter change notification and reset
� Easy-to-replace PC filter.
� Very low rejection: 1 : 0.6 L
� Easy-to-replace RO membrane.
� Input and output voltage:
�  220V-50Hz.
� Dimensions: 406 x 155 x 305 mm. 

SPARE PARTS:

1. RO4098: Membrane and filter PCB all in one ECO
6000

THE MOST INNOVATIVE 
TECHNOLOGY

90% more ecological
than a conventional system

Production 1:0.6
For every liter produced, it only rejects 0.6L.

Eco 6000

Eco 6000

The №1 manufacturer of 
household appliances in the 

world

OFFICIAL MIDEA DISTRIBUTOR

custom packaging
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Ultra compact
system

ONLY  FOR  PROFESSIONALS

ONLY  FOR  PROFESSIONALS

Direct Flow Reverse Osmosis

MOST HYGIENIC AND 
SAFE SYSTEM



ENJOY A DIRECT FLOW OF REVERSE 
OSMOSIS WATER WITHOUT A TANK

A reverse osmosis system with direct flow brings together all the advantages of a 
conventional reverse osmosis system. It does not have a tank, which makes production real-
time and takes up less space.

CHANGE FILTERS IN LESS THAN 30 SECONDS

MEMBRANA ECO 600 GPD
more durable than conventional membranes

The 600GPD ECO membrane ensures large production of 
high quality daily water. Its low water rejection, only 1°
0.6, contributes to saving the environment, having the 
advantage of a big number of liters to drink.

1:0,6
MINIMUM 
REJECTION

84 L/h
GREAT PRODUCTION

Reduce plastic 
pollution.

No carrying 
packs and 

bottles of water.

Unlimited low mineralized 
water always available.

Elimination of 
viruses and 

bacteria from 
water.

Minimal waste 
of water.

Economic savings year after year.

Change of
filters in 30 sec.

High-end faucet 
in stainless steel. 
Greater durability.

LED indicator. 
Filter change 

notice.

Very low 
rejection: 
1:0.6L.

Automatic 
membrane 
cleaning.

Ultra compact
system anti-leak security

FD




